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     SkyCop 9000 Hybrid Digital Recording System
· H.264 Digital Video Recorder (4 – 16 Analog Channels)
· 8 Channels of IP Video 
· 16 TB Video Storage for 1-Year Archiving (16-channels)                                                                         


	FEATURES

	· Utilizes State-of-the-Art H.264 Hardware Compression

·   MCU (Micro Processor Control Unit)

       with Embedded Linux Operating System
       flash burned into memory for a more 

       stable recording system

·   Hybrid Technology for Analog and IP Recording

· Available in 4, 8,16 Channels of Analog Video / Audio and 8 Channels of IP Cameras
· Up to 30 Frames per Second (FPS) Recording on all Channels 

· Up To 16TB Hard Drive Video Storage 
· PTZ Integration and Control

· Built-In Web Server for Internet Viewing and Control

· PDA Interface

· Low Network Bandwidth Usage

· CIF, 2CIF, DCIF, and 4CIF resolution programmable per channel

· Available in Rack Mount or Tower configuration
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DESCRIPTION

The SkyCop Embedded DVS (Digital Video Recorder) can record 4, 8, or 16 channels of audio and video at 30 FPS (Frames Per-Second) per channel using state-of-the-art H.264 hardware compression. The SkyCop Embedded DVS utilizes MCU Technology (Microprocessor Control Unit) with embedded Linux Real-Time operating system software with video and audio encoding / decoding, hard disk recording and TCP/IP transmission. The firmware is burned into flash memory for a more reliable and stable system. The SkyCop Embedded DVS records up to 4CIF resolution on all channels and all channels are configurable. DVS Client Software features include multi-camera playback, instant replay, remote client configuration, on-screen PTZ camera control along with many other control features.  Complete remote configuration and administration can be performed by the remote client via a network connection.  Built-in web server allows remote access via the Web and seamless integration into all SkyCop Server / Client software system platforms.
SkyCop Embedded DVS Hardware Software Specifications:

· Video compression


H.264

· Preview resolution


4CIF real-time (NTSC: 704*480)

· Playback resolution


4CIF/DCIF/2CIF/CIF/QCIF real-time

· Dual Playback


supported

· Video input



4/8/16 channels BNC (1.0Vp-p, 75Ω)

· Main video output


1 channel, BNC (1.0Vp-p, 75Ω)

· Aux video output


1 channel, BNC (1.0Vp-p, 75Ω)

· Frame rate



NTSC: 1/16~30FPS

· Stream type



Video/Video & Audio

· Dual stream



supported

· Max bit rate



32Kbps~2Mbps, self-define

· Audio input



4/8/16 channels BNC (2.0Vp-p, 1kΩ)

· Main audio output


1 channel, BNC (Linear Electrical Level, 600Ω)

· Aux audio output


1 channel, BNC (Linear Electrical Level, 600Ω)

· Audio compression


OggVorbis, 16Kbps

· Voice talk



1 channel, BNC (Linear Electrical Level, 1KΩ)

· Communication interface

1 RJ45 10M/100M Self-adaptive Ethernet Interface

· RS-485 Port



1 Port (T+, T-, R+, R-)

· Keyboard interface


 2 RJ45

· SATA interface


 8 SATA interfaces, max support 8 SATA HDD. Each 







           
HDD can max support 2000GB

· USB interface 


1 USB interface, USB1.1, can support USB flash 








memory, USB HDD and USB CD-R/W

· VGA interface


1 VGA interface, support resolution: 800×600/60Hz, 








1024×768/60Hz, 1280×1024/60Hz

· External alarm inputs


16

· Relay output



 4

· Power supply

 100~240VAC, 6.3A, 50~60Hz
SkyCop Client / Hybrid Server Software Specifications and Features:

· H.264 Compression Hardware Support

· Web Access Via LAN or WAN

· Real Time Full-Motion Video 

· Capture and Display (Up To 64 Channel Input)

· Synchronous Audio Recording (Optional)

· Video Motion Detection (Up To 12 Zones per Channel)

· Record Continuous or Event Record (Motion Detection or Sensor Input)

· On-Screen “Pop-Up” Maps on Alarm Trigger

· System and Alarm Event Logging

· Pre-Alarm Recording

· Remote Recording

· Automatic Alarm Message Transmission

· Instant Playback (10 Seconds to 8 Minutes)

· Automatic Emailing of Associated Alarm Images

· Selectable Matrix Display and Group Display of Local and Remote Video  

· Duplex Recording and Playback

· Full Network Support (LAN, Ethernet, PSTN, ISDN, ADLS)

· PTZ, Focus, and Speed Control Via the Keyboard

· Search/Playback by Date/Time (Random Access)

· Backup to CD / DVD Burner Directly

· Remote Chat Between Server and Client or Server to Server

· Cellular EVDO, 3G / PDA Connectivity

· IP Device Control and Maintenance
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