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SkyCop( M Series DVS - Tower

                                H.264 Digital Video Recorder (8 – 32 Channel)                                                                           


	FEATURES

	· Utilizes State-of-the-Art H.264 Hardware Compression

·   Hybrid Technology for Analog or IP Recording

· Available 8, 16 or 32 Channels 

· Simultaneously Records both Audio and Video up to 30 FPS on all channels

· Up To 2TB Hard Drive Space for 30 – 90 Day Video Storage

· PTZ Integration and Control

· Internet Control and Viewing

· PDA Interface

· Built-In Web Server for Internet Viewing and Control

· Low Network Bandwidth usage

· CIF, 2CIF, DCIF, and 4CIF resolution programmable per channel
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DESCRIPTION

The SkyCop( M Series DVS (Digital Video Server-Recorder) can record 8, 16, or 32 channels of audio and video up to 30 FPS (Frames Per-Second) per channel using state-of-the-art H.264 Hardware Compression. Hybrid Technology allows recording and control of both Analog and IP CCTV Devices. Auto connection refresh software automatically polls all remote IP Devices and re-establishes connections that are lost. Advanced software features create a user-friendly interface with powerful tools such as multi-camera playback, instant replay and on-screen pan / tilt / zoom camera control.

The SkyCop( M Series DVS uses the most advanced techniques to maximize efficiency and performance. Centralized operating platform allows total integration to other SkyCop products such as SkyCop( IP Encoders, SkyCop( IP Cameras, and SkyCop( Remote Trailer Systems.  User options such as local and remote view capabilities are programmable by individual user.  Complete remote configuration and administration can be performed by the remote client via a network connection.  Built-in web server allows remote access via the Web.
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	SkyCop M Series DVS – Tower Hardware Specifications

	Intel Core 2 Duo Processor E6750 2.66GHz

     4MB cache CPU

250GB Control Hard Drive / Up to 2TB 

      Video Storage Drive

1GB DDR RAM

3xPCI; 1xPCI-Ex16; 3xPCI-Ex1

Available with 8, 16, or 32 Video and Audio 

      Inputs

Supports S-Video Output


	LAN Intel Gigabit PCI Express LAN chip

10 USB 2.0 Ports

1 RS-232 Port
  CD/DVD Burner

  Windows XP Professional SR2
Approximate Weight : 30.0 lbs




	DVS Software Features

	· H.264 Compression Hardware Support

· Web Access Via LAN or WAN

· Real Time Full-Motion Video 

· Capture and Display (Up To 64 Channel Input)

· Synchronous Audio Recording (Optional)

· Video Motion Detection (Up To 12 Zones per Channel

· Record Continuous or Event Record (Motion Detection or Sensor Input)

· On-Screen “Pop-Up” Maps on Alarm Trigger

· System and Alarm Event Logging

· Pre-Alarm Recording

· Remote Recording

· Automatic Alarm Message Transmission

· Instant Playback (10 Seconds to 8 Minutes)

· Automatic Emailing of Associated Alarm Images


	· Selectable Matrix Display and Group Display of Local and Remote Video  

· Duplex Recording and Playback

· Full Network Support (LAN, Ethernet, PSTN, ISDN, ADLS)

· PTZ, Focus, and Speed Control Via the Keyboard

· Search/Playback by Date/Time (Random Access)

· Backup to CD / DVD Burner Directly

· Remote Chat Between Server and Client or Server to Server

· Cellular EVDO, G3 / PDA Connectivity

· IP Device Control and Maintenance

· Smart Search in Motion Recording Mode

· Digital Input and Output Control

· Remote System Administration Through Client Software

· CIF, 2CIF, DCIF, and 4CIF Resolution Programmable per Channel














 


